


WOOLMARK SPECIFICATION 
 
SPECIFICATION CP-5 
 
 

GARMENT SETTING AGENT 
 
 
PRODUCTS 
 
This Specification applies to commercial products that are used to impart permanent set to garments 
during the pressing processes in garment manufacture. 
 
 
SPECIFICATION 

 
Property Test Method Limit 

 
Crease retention – permanent 
set 
 

 
319 

 
Minimum of 4 on all test fabrics 

 
Colour change rating 
 

 
320 

 
Minimum of 4 for all test fabrics 

 
Cross staining rating (CSR) 
 

 
320 

 
The maximum cross stain rating 

Fabric 1 = 2 
Fabric 2 = 1 
Fabric 3 = 1 
Fabric 4 = 3 
Fabric 5 = 1 
Fabric 6 = 1 
Fabric 7 = 1 
Fabric 8 = 1 
Fabric 9 = 1 

Fabric 10 = 2 
Fabric 11 = 1 
Fabric 12 = 2 

Fabric ecru = 1 
 

All tables should be read in conjunction with the notes 
 
NOTES 
 
Woolmark TM319 Crease Retention: ensure all three test fabrics achieve the required crease rating. 
 
Woolmark TM320 Colour Change and Cross Staining: compare the cross stain rating of the most 
heavily stained fibre on the multifibre adjacent to the limits in the table above. 
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